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• 4 channels Mic/Line input
• 2 headphone outputs
• 2 GPI)
• 2 analog control inputs (ACI)
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1) replaceable strip of paper underneath plastic cover
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2) RM420-XLR-AA can be used with
• 2 RM420-222/ RM220-222/ RM220-223 or
• 2 RM420-122/ RM220-122 or
• 1 RM420-222/ RM220-222/ and 1 RM420-122/ RM220-122RM220-223
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464mm

482mm

GPI 3 +
GPI 3 -
GPO 3 A
GPO 3 B
GPI 4 +
GPI 4 -
GPO 4 A
GPO 4 B
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Pin Type Address

unused

GPI 1 + GPI 2 + GPI 1 +
GPI 1 - GPI 2 GND GPI 1 GND
GPO 1 A GPO 3 A GPO 1 A
GPO 1 B GPO 3 B GPO 1 B
GPI 2 + ACI 2 + ACI 1 +
GPI 2 - ACI 2 GND ACI 1 GND
GPO 2 A GPO 4 A GPO 2 A
GPO 2 B GPO 4 B GPO 2 B

1 1 1
6 6 6
2 2 2
7 7 7
3 3 3
8 8 8
4 4 4
9 9 9

Pin Pin PinType Type TypeAddress Address Address

5 5

SubD-9 connector female SubD-9 connector female SubD-9 connector female SubD-9 connector female

GPI x.3.01

GPO x.3.01

GPI x.4.01

GPO x.4.01

GPI x.1.01

GPO x.1.01

GPI x.2.01

GPO x.2.01

GPI x.3.01

GPO x.3.01

ACI x.4.01

GPO x.4.01

GPI x.1.01

GPO x.1.01

ACI x.2.01

GPO x.2.01

MIC 1 IN
GPI 1 / GPO 1
MIC 2 IN

Front view

RM420-222
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• 4 channels analog line input
• 4 channels analog line output
•
• 4

4 general purpose inputs (GPI)
general purpose outputs (GPO)

HP 1L OUT
ACI 1 / GPO 2
HP 1R OUT

MIC 3 IN
GPI 2 / GPO 3
MIC 4 IN

HP 2L OUT

HP 2R OUT
ACI 2 / GPO 4

LINE 1 IN
GPI 1 / GPO 1
LINE 2 IN

LINE 1
GPI 2 /
LINE 2 OUT

OUT
GPO 2

LINE 3 IN
GPI 3 / GPO 3
LINE 4 IN

LINE 3 OUT
GPI 4 / GPO 4
LINE 4 OUT

RM420-222
2)

unused

x = slot number

unused5 unused5
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